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 Data Connectors CAT 6 Keystone Jack

Product SKU

ARGOSY CAT 6 LOW PROFILE UTP KEYSTONE JACK FA-00-6521

Description

The Argosy Cat6 Low Profi le UTP Unscreened Keystone Jack Toolless Black, 
available as part of Cat6 keystone jacks for RJ45 network connections. 
This is a reduced size toolless termination RJ45 socket. The reduced size allows 
for multiple cable entry directions to be accommodated when this jack is 
mounted in a standard depth back box. This permits many mounting options 
including fl ush shutters at the outlet as well as more common angled shutter 
used with keystone jacks.
The socket itself is housed in a high quality fi re retardant plastic cast
housing, which opens at the rear in a butterfl y manner to reveal the IDC 
termination points.

Key Benefi ts

• ISO, EN & TIA compliant
• Toolless termination design

•  Low profi le design - 28mm overall depth
• UL94V-0 fi re retardant plastic

• Supports Gigabit Ethernet
• Delta 3rd party verifi ed
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Technical Specifi cation

Argosy CAT 6 Keystone Jack Specifi cation
Model: Jack AWG-range: 22-26

Type of connector: RJ45 8(8) Dimensions (WxDxH): 16.2mm x 28.3mm x 21.5mm

Shielded: no Housing: ABS High‐Impact

Category: 6 RJ45 Contacts:  Nickel plated phosphor bronze alloy with 50 
micro‐inch. Gold plating

Requires termination tool: no IDC Contacts: Tin plated phosphor bronze alloy

Suitable for round cable: yes RJ45 Life: Minimum 750 insertions

Suitable for fl at cable: no Storage temprature: ‐40 to +70°C

Suitable for solid core: yes Operating temprature: ‐10 to +60°C

Colour: Black
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