
Assembly Instructions
Argosy 1U ECO Fibre Patch Panel - Economy Version

I    +44 1844 202101    I    sales@argosycable.com    I    argosycable.com    I
All products and companies referred to herein are trademarks or registered trademarks of their respective  companies or mark holders.

Contents

A

B

C
D

E

F

G

A, Easy install style mounting ears with fixing points for universal front management
B, M20 cable entry more commonly used, moved to exterior to improve routing into panel
C, Easy slot feature allows direct attachment of Fibre breakout manifold
D, Strength member tie point mounting positions or bend radius management
E, Centre post or DIN style splice tray mounting positions
F, New inner recessed plate designed to hold adaptors tighter (no screws)
G, Pull, push mechanism to lock and release sliding panel
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Installation

Step 1 - Insert cage nuts to both left  & right mounting profiles
Step 2 - insert screws to both bottom cage nuts - do not tighten 
Step 3 - slot the easy install ears to the bottom screws
Step 4 - insert the top screws and tighten all screws

Optional 

1 2 3 4

1U retro fit front cable management, this manages the front patching field and provides bend radius protection.
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Optional 

1U easy fit management door, with large labelling area on the inside of the door.

1U front cabling management and door, retrofittable with large discreet labelling area on the 
inside of the door. This manages the front patching field and provides bend radius protection
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